




SAFETY INFORMATION

 WARNING: This product con-
tains and/or generates chemicals 
known to the state of California 
to cause cancer or birth defects 
or other reproductive harm.

IMPORTANT: Read this owner’s 
manual carefully and completely 
before trying to assemble, 
operate or service this heater. 
Improper use of this heater can 
cause serious injury or death 
from burns, fire, explosion, 
electrical shock and carbon 
monoxide poisoning.

 DANGER: Carbon monoxide 
poisoning may lead to death!

Carbon Monoxide Poisoning: Early signs of 
carbon monoxide poisoning resemble the flu, with 
headaches, dizziness or nausea. If you have these 
signs, the heater may not be working properly. Get 
fresh air at once! Have heater serviced. Some 
people are more affected by carbon monoxide than 
others. These include pregnant women, people with 
heart or lung disease or anemia, those under the 
influence of alcohol and those at high altitudes.
Natural and Propane/LP Gas: Natural and pro-
pane/LP gases are odorless. An odor-making agent 
is added to the gas. The odor helps you detect a gas 
leak. However, the odor added to the gas can fade. 
Gas may be present even though no odor exists.
Make certain you read and understand all warnings. 
Keep this manual for reference. It is your guide to 
safe and proper operation of this heater.

 WARNING: Any change to 
this heater or its controls can 
be dangerous.

 WARNING: Do not use a 
blower insert, heat exchanger 
insert or other accessory not ap-
proved for use with this heater.

 WARNING: Do not allow fans 
to blow directly into the fireplace. 
Avoid any drafts that alter burner 
flame patterns. Ceiling fans can 
create drafts that alter burner 
flame patterns. Altered burner 
patterns can cause sooting.

Due to high temperatures, the 
appliance should be located out 
of traffic and away from furniture 
and draperies.

Do not place clothing or other 
flammable material on or near 
the appliance. Never place any 
objects on the heater.

Fireplace front becomes very 
 hot when running fireplace.
Keep children and adults away
from  hot   surfaces  to  avoid 
burns or clothing ignition. Fire-
place will remain hot for a time 
after shutdown. Allow surfaces 
to cool before touching.

Carefully supervise young chil-
dren when they are in the room 
with fireplace. When using the 
optional hand-held remote ac-
cessory, keep selector switch 
inside firebox in the OFF posi-  
tion to prevent children from tur- 
ning on burners with remote.

Keep the appliance area clear 
and free from combustible ma- 
terials, gasoline and other flam-
mable vapors and liquids. 
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1. This appliance is only for use with the type of 
gas indicated on the rating plate. This appliance 
is not convertible for use with other gases.

2. Do not place propane/LP supply tank(s) in-
side any structure. Locate propane/LP supply 
tank(s) outdoors (propane/LP units only).

3. If you smell gas
• shut off gas supply
• do not try to light any appliance
• do not touch any electrical switch; do not use 

any phone in your building
• immediately call your gas supplier from a 

neighborʼs phone. Follow the gas supplierʼs 
instructions

• if you cannot reach your gas supplier, call 
the fire department

6. To prevent the  creation of  soot, follow  the
instructions in Cleaning and Maintenance
section. 

 

7. Before using furniture polish, wax, carpet 
cleaner or similar products, turn heater off. If
heated, the vapors from these products may 
create a white powder residue within burner
box or on adjacent walls or furniture.

8. This fireplace needs fresh air ventilation to run 
properly. This fireplace has an Oxygen Deple-
tion Sensing (ODS) safety shutoff system. The 
ODS shuts down the fireplace if enough fresh 
air is not available. See Air for Combustion 
and Ventilation, page 6. If fireplace keeps 
shutting off, see Troubleshooting, page 21.

 9. Do not run fireplace
• where flammable liquids or vapors are used 

or stored
• under dusty conditions

10. Do not use this fireplace to cook food or burn 
paper or other objects.

SAFETY INFORMATION
Continued

11. Do not use fireplace if any part has been 
exposed to or under water. Immediately call 
a qualified service technician to inspect the 
fireplace and to replace any part of the control 
system and any gas control which has been 
under water. 

12. Turn fireplace off and let cool before servicing. 
Only a qualified service person should service 
and repair fireplace.

13. Operating fireplace above elevations of 4,500 
feet could cause pilot outage. 

14. To prevent performance problems in propane/LP 
units, do not use propane/LP fuel tanks of less 
than 100 lbs. capacity (propane/LP units only).

15. Provide adequate clearances around air
openings.

LOCAL CODES

*Available from:
American National Standards Institute, Inc.

1430 Broadway
New York, NY  10018

National Fire Protection Association, Inc.
Batterymarch Park
Quincy, MA  02269

State of Massachusetts: The installa-
tion must be made by a licensed plumber 
or gas fitter in the Commonwealth of 
Massachusetts.
Sellers of unvented propane or natural 
gas-fired supplemental room heaters shall 
provide to each purchaser a copy of 527 
CMR 30 upon sale of the unit.
Vent-free gas products are prohibited for 
bedroom and bathroom installation in the 
Commonwealth of Massachusetts.

 

 

Install  and  use  fireplace  with  care.  When  an 
appliance  is  for  connection  to  a  fixed  piping 
system, the installation must conform with local 
codes, or in the absence of local codes, with The
National Fuel Gas Code ANSI Z223.1/NFPA 54*,
 International  Fuel  Gas  Code,  Natural  Gas  and 
Propane Installation Code, CSA B149.1, or Propane 
Storage and Handling Code, B149.2, as applicable.

4. This fireplace shall not be installed in a bed-
room or bathroom. Do not use this fireplace
as a wood-burning fireplace.

5. Children and adults should be alerted to the
hazards of high surface temperatures and
should stay away to avoid burns or clothing
ignition. 

Keep the appliance area clear
and  free  from  combustible
materials,  gasoline  and  other
flammable vapors and liquids.







INSTALLATION

NOTICE: Surface temperatures 
of adjacent walls and mantels be-
come hot during operation. Walls 
and mantels above the firebox 
may become hot to the touch. 
If installed properly, these tem-
peratures meet the requirement 
of the national product standard. 
Follow all minimum clearances 
shown in this manual.

 

 WARNING: This appliance 
requires a 1/2" NPT (National 
Pipe Thread) inlet connection to 
the pressure regulator.

 WARNING: A qualified service 
person must connect fireplace 
to gas supply. Follow all local 
codes.

 CAUTION: Never connect pro-
pane/LP fireplace directly to the 
propane/LP supply. This fireplace 
requires an external regulator 
(not supplied). Install the external 
regulator between the fireplace 
and propane/LP supply. 

IMPORTANT:   Allow for a mini-
mum space of 1/2" x 26" for air 
flow to the front  louvers  of  the 
fireplace from below  when co-
vering the face. 
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INSTALLING GAS PIPING TO FIREPLACE LOCATION
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