




SAFETY INFORMATION

 WARNING: This product con-
tains and/or generates chemicals 
known to the state of California 
to cause cancer or birth defects 
or other reproductive harm.

IMPORTANT: Read this owner’s 
manual carefully and completely 
before trying to assemble, 
operate or service this heater. 
Improper use of this heater can 
cause serious injury or death 
from burns, fire, explosion, 
electrical shock and carbon 
monoxide poisoning.

 DANGER: Carbon monoxide 
poisoning may lead to death!

Carbon Monoxide Poisoning: Early signs of 
carbon monoxide poisoning resemble the flu, with 
headaches, dizziness or nausea. If you have these 
signs, the heater may not be working properly. Get 
fresh air at once! Have heater serviced. Some 
people are more affected by carbon monoxide than 
others. These include pregnant women, people with 
heart or lung disease or anemia, those under the 
influence of alcohol and those at high altitudes.
Natural and Propane/LP Gas: Natural and pro-
pane/LP gases are odorless. An odor-making agent 
is added to the gas. The odor helps you detect a gas 
leak. However, the odor added to the gas can fade. 
Gas may be present even though no odor exists.
Make certain you read and understand all warnings. 
Keep this manual for reference. It is your guide to 
safe and proper operation of this heater.

 WARNING: Any change to 
this heater or its controls can 
be dangerous.

 WARNING: Do not use a 
blower insert, heat exchanger 
insert or other accessory not ap-
proved for use with this heater.

 WARNING: Do not allow fans 
to blow directly into the fireplace. 
Avoid any drafts that alter burner 
flame patterns. Ceiling fans can 
create drafts that alter burner 
flame patterns. Altered burner 
patterns can cause sooting.

Due to high temperatures, the 
appliance should be located out 
of traffic and away from furniture 
and draperies.

Do not place clothing or other 
flammable material on or near 
the appliance. Never place any 
objects on the heater.

Fireplace front becomes very 
 hot when running fireplace.
Keep children and adults away
from  hot   surfaces  to  avoid 
burns or clothing ignition. Fire-
place will remain hot for a time 
after shutdown. Allow surfaces 
to cool before touching.

Carefully supervise young chil-
dren when they are in the room 
with fireplace. When using the 
optional hand-held remote ac-
cessory, keep selector switch 
inside firebox in the OFF posi-  
tion to prevent children from tur- 
ning on burners with remote.

Keep the appliance area clear 
and free from combustible ma- 
terials, gasoline and other flam-
mable vapors and liquids. 
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SPECIFICA TIONS

Parameter / Model SS-36-N SS-48-N SS-60-N SS-72-N

Parameter / Model SS-36-P SS-48-P SS-60-P SS-72-P
Gas Type Propane Propane Propane Propane

S.I.T. Control Valve Model 880.002 880.002 880.002 880.002

Ignition Electronic Electronic Electronic Electronic

Manifold Pressure 10.0" w.c. 10.0" w.c. 10.0" w.c. 10.0" w.c.

Inlet Gas Pressure, MAX 13.0" w.c. 13.0" w.c. 13.0" w.c. 13.0" w.c.

Inlet Gas Pressure, MIN 11.0" w.c. 11.0" w.c. 11.0" w.c. 11.0" w.c.  

Orifice Size ( Q-ty per unit) #49  (1) #41 (1) #48  (2)     #44 (2)

Heat Output, Btu/h 38,000 56,000 75,000 90,000

Shipping Weight, Lbs 135 155 175 195

Gas Type Natural Natural Natural Natural

S.I.T. Control Valve Model 880.001 880.001 880.001 880.001

Ignition    Electronic Electronic Electronic Electronic

Manifold Pressure 3.5" w.c. 3.5" w.c. 3.5" w.c. 3.5" w.c.

Inlet Gas Pressure, MAX 10.5" w.c. 10.5" w.c. 10.5" w.c. 10.5" 

w.c. Inlet Gas Pressure, MIN 5.0" w.c. 5.0" w.c. 5.0" w.c. 5.0" w.c.

Orifice Size ( Q-ty per unit) #34  (1) #21 (1) #30  (2)     #25 (2)

Heat Output, Btu/h 40,000 60,000 75,000 90,000

Shipping Weight, Lbs 135 155 175 195

INSTALLATION



INSTALLATION

NOTICE: Surface temperatures 
of adjacent walls and mantels be-
come hot during operation. Walls 
and mantels above the firebox 
may become hot to the touch. 
If installed properly, these tem-
peratures meet the requirement 
of the national product standard. 
Follow all minimum clearances 
shown in this manual.

 

 WARNING: This appliance 
requires a 1/2" NPT (National 
Pipe Thread) inlet connection to 
the pressure regulator.

 WARNING: A qualified service 
person must connect fireplace 
to gas supply. Follow all local 
codes.

 CAUTION: Never connect pro-
pane/LP fireplace directly to the 
propane/LP supply. This fireplace 
requires an external regulator 
(not supplied). Install the external 
regulator between the fireplace 
and propane/LP supply. 

IMPORTANT:   Allow for a mini-
mum space of 1/2" x 26" for air 
flow to the front  louvers  of  the 
fireplace from below  when co-
vering the face. 
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INSTALLING GAS PIPING TO FIREPLACE LOCATION





CLEARANCES TO COMBUSTIBLES 

MANTEL CLEARANCES 

NOTE: The combustible area above the facing must not protrude more than 3

Follow these instructions carefully to ensure safe installation. Failure to follow instructions 
exactly can create a fire hazard.

WARNING

any non-combustible ma-
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12" 
maximum

depth

COMBUSTIBLE MANTEL

INSTALLATION
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Minimum 16"
from both side
 walls

90" minimum
ceiling height

*) IMPORTANT:
Floor must be non-combustible. Otherwise a minimum 1" thick 
cement board must be placed under the fireplace.

The fireplace face may be
completely covered with

H minimum **) 

  /4" from the facing. If  it  does, it 
is considered a mantel and must meet the mantel requirements listed in this manual. 

terial (refer to pages 10-18)
on both sides. 

**)  H = 20" for Models  SS-36 (N,P) and SS-48 (N,P)  
       H = 30" for Models  SS-60 (N,P) and SS-72 (N,P)

 

Combustibles
Clearance to 

 Standoff 0"   (0 mm)

Sides 0"   (0 mm)
Floor               *)

           Back 0"  (0 mm)
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